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Emissivity labels - ACLSED product Information 
 
 
LABEL MATERIAL White Polyimide with Durable Computer Imprintable 

Top Coating. 
  
ADHESIVE Pressure sensitive permanent acrylic. 
  
RELEASE LINER Siliconised paper. 
  
GENERAL DESCRIPTION Emissivity labels for measurement of reflective surfaces 

ε=0,95 / diameter: 25mm 
  
TOTAL THICKNESS 2.5 Mils (62.5 Microns) 
  
ABRASION RESISTANCE Excellent  
  
SERVICE TEMPERATURE RANGE -40°C (-40°F) Up to 388ºC (730ºF). 
  
MINIMUM APPLICATION TEMP. 4ºC (40ºF). 
  
STORAGE STABILITY 2 Years stored at 20ºC (68ºF) and 50% relative 

humidity. 
 
COMMON CLEANING SOLUTIONS Excellent (repeated cleansing) 
  
ALCOHOL Excellent (7 day immersion) 
  
AROMATIC HYDROCARBONS Excellent (7 day immersion) 
  
KETONE Good (24 hour immersion) 
  
FREON Good (15 minute immersion) 
  
SAE 20W MOTOR OIL Excellent (24 hour immersion) 
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WATER Excellent (7 day immersion -21ºC) 
  
HUMIDITY 100% r.h Excellent (38ºC oven - 14 days) 
  
ALIPHATIC HYDROCARBONS Excellent (7 day immersion) 
 

 
 
 

 
 

 ADHESION Substrate        
(10-Minute Dwell Time)  N/m/100mm       
(oz/in/w) 
  Epoxy Resin Face stock Tore  Face 
stock Tore 
  Polycarbonate 72      66 
  Polypropylene 4.4     4 
  Stainless Steel 59   
 54 

. 

ADHESION Substrate  
(After 3 Days)  N/m/100mm       
(oz/in/w) 
  Epoxy Resin Face stock Tore  Face 
stock Tore 
  Polycarbonate 76      70 
  Polypropylene 38    
 35 
  Stainless Steel 74   
 68 

 
 


