
Innovative Infrared Technology

Temperature range -20°C - 900°C 
Optimized for glass applications, building up      
images line by line
Points per line up to 478 pixel
Extendable system (up to 2 webscanner systems) 
Glass breakage sensor for system use underneath 
the glass flow   
Alarm threshold value for glass breakage sensor: 
45°C (adjustable via software) 
Integrated laser system for easy adjustment of 
scan line

Benefits

Measurement specifications WebScanner 160

Temperature range -20°C - 900°C

Points per line in diagonal 
FOV

200 pixel

Field of view 95°

Scan width at scan  
distance of 1m

up to 4.20m with 2 systems of  
WebScanner 160

Frame / Line scan rate 120 Hz

Accuracy / Repeatability refer to reference sensor

Thermal sensitivity (NETD) 0.1 K

Minimum inspection height 650 mm

Minimum slit width 27 mm

Optical resolution 160 x 120 pixel

Spectral range 7.5 - 13 µm

General specifications

Dimensions 162 x 545 x 147 mm

Ambient temperature 0°C - 50°C

Relative humidity 20-80%, non condensing

Power supply 100-230V AC / 70W

Closing time for protection 
shutter

80ms

optris® WebScanner
160 and 400

Reference sensor CTlaser G5h SF

Optical resolution
(90% energy)

45:1

Spectral range 5.0 µm

Temperature range 250°C - 1650°C

Accuracy ±1% or ± 1.5°C

Repeatability ±0.5% or ± 0.5°C

Response time 10ms

Measurement specifications WebScanner 400

Temperature range -20°C - 900°C  

Points per line in diagonal 
FOV

478 pixel

Field of view 74°

Scan width at scan  
distance of 1m

up to 3m with 2 systems of  
WebScanner 400

Frame / Line scan rate 80 Hz

Accuracy / Repeatability refer to reference sensor

Thermal sensitivity (NETD) 0.08 K

Minimum inspection height 650 mm

Minimum slit width 9 mm

Optical resolution 382 x 288 pixel

Spectral range 7.5 - 13 µm

Reference sensor CT G5

Optical resolution
(90% energy)

15:1

Spectral range 5.0 µm

Temperature range 250°C - 1650°C

Accuracy ±1% or ± 2°C

Repeatability ±0.5% or ± 0.5°C

Response time 10ms
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optris® WebScanner 160 and 400

Dimensions

Scope of supply

WebScanner enclosure including optris PI and CTlaser G5 
(alternatively CT G5 close-up sensor)
5m USB cable
Glass breakage sensor optris CTlaser LTF
Scan line adjustment laser
WebScanner software package
Operators manual

Application software - PI Connect

Reference sensor CTlaser G5h SF   Reference sensor CT G5  


